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Brian Odom (Ratcliff Constructors, LP), Ryan Pechacek (Ratcliff Constructors, LP), CJ Perry (Ratcliff Constructors, LP), Scott
Trcka (Ratcliff Constructors, LP), Shane Worley (Ratcliff Constructors, LP)

Question from CJ Perry Ratcliff Constructors, LP on Thursday, Aug 11, 2022 at 10:58 AM CDT

Per the contract documents, all the showers on each floor receive floor drains in the center of the showers. The lower level
does not call out for trench drains on the back wall of the showers. Level 1 & tier level calls out for trench drains on roughly
half of the showers. Please advise if we need to REMOVE all the trench drains, OR add additional trench drains at each
shower.

Thanks,

Response from Michael Woods Brinkley Sargent Wiginton Architects on Tuesday, Aug 23, 2022 at 10:28 AM CDT

Trench drains should be removed from all shower locations and center set (round) floor drains should be used. There are
several locations where the trench drain will conflict with top bar reinforcing at PT beam locations. We suggest that the pipes
be completely vertical through the full beam depth, Coordinate sleeves and pipes accordingly. Provide credit for trench
drains currently in the scope.

Response from Michael Woods Brinkley Sargent Wiginton Architects on Tuesday, Aug 23, 2022 at 10:28 AM CDT

Trench drains should be removed from all shower locations and center set (round) floor drains should be used. There are
several locations where the trench drain will conflict with top bar reinforcing at PT beam locations. We suggest that the pipes
be completely vertical through the full beam depth. Coordinate sleeves and pipes accordingly. Provide credit for trench
drains currently in the scope.

Response from Jason Mansur MD Engineering, LLP - MEP Engineer on Friday, Aug 19, 2022 at 10:22 AM CDT

Because of the structural beams on first floor and tier level there are certain areas where the trench drain had to be used.
Install trench drains where shown and center drains every trench drain is not shown.
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